
S/N:
Manuf. date: ___________

___________

COVER IMAGE ONLY FOR REFERENCE

TECHNICAL DATA | DATI TECNICI
Frequency 915-928 MHz
System description LK Neo 8
Receiving unit (RLKN08114U8) ACRM15 2 exp. medium receiver
Battery type Li-ion Battery
Charger AC multi plug
Unit's wiring fittings 15 WIRES 0.75mm TERMINALS

FACTORY DEFAULT SETTINGS | IMPOSTAZIONI DI FABBRICA
RF Power High
Radio mode Frequency Hopping radio
Bank group Group 0

ADDITIONAL NOTES | NOTE ADDIZIONALI
In addition Jumper wire kit.

KLKN08114U8 TECHNICAL DATA SHEET
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DIGITAL COMMANDS | COMANDI DIGITALI (*)
S0 S1 S2 S3 S4 S5 S6 S7 S8 

TRANSMITTER TLKN08114U8

(*) If activated they don't allow to start-up the Radio Remote Control
     Il Radiocomando non si accende se sono attivi
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TECHNICAL DATA | DATI TECNICI
Power keyswitch Magnetic Key
Position 1 Toggle switch 3 latching positions
Position 4 Magnetic Key
Position 5 Start push-button
Pushbutton M1 Pushbutton red
Harness/Belt option Shoulder harness with Heavy Duty cover

FACTORY DEFAULT SETTINGS | IMPOSTAZIONI DI FABBRICA
Switch-OFF 10 min.
PIN start up Disabled
PIN code 1 START
PIN code 2 S0
PIN code 3 START

TRANSMITTER TLKN08114U8
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RECEIVER RLKN08114U8
STOP = GSS,ATS outputs
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TECHNICAL DATA | DATI TECNICI
Unit's power supply 45-230Vac
Rated current of STP/STOP/SO 4A (250Vac)
Rated current of Safety output 4A (250Vac)
Performance of stop functions up to PL d, cat. 3 / SIL 2
Receiver's antenna External antenna 3m cable TNC

FACTORY DEFAULT SETTINGS | IMPOSTAZIONI DI FABBRICA
Passive stop time 500ms

PROGRAMMING FILES | FILE DI PROGRAMMAZIONE
Ladder configuration file LD00354

RECEIVER RLKN08114U8

Unit's connection Cable gland

STOP = GSS,ATS outputs
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INSTALLER DECLARATION| DICHIARAZIONE DELL'INSTALLATORE
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INSTALLER SETTINGS | NOTE DELL'INSTALLATORE
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