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TECH 1:

PRODUCT TYPE: LARGE BLOWER

TECH 2:

ERP DIRECTIVE: Y Ng/EN ARTICLE: 45
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THERMAL PROTECTOR

GREEN/YELLOW

BLUE

BROWN

BLUE

BROWN

14µF 450V

YELLOW

MOTOR SCHEMATIC

RED (V+)

BLACK (V-)

WHITE (OUTPUT)

HALL EFFECT DEVICE

SUPPLY VOLTAGE:

SUPPLY CURRENT:
OUTPUT:

12 TO 24Vdc
18mA MAXIMUM

1 POSITIVE PULSE PER 
REVOLUTION, OPEN-COLLECTOR 

WITH 56R SERIES RESISTANCE 
25mA MAXIMUM SINK CURRENT.

HALL EFFECT DETAILS

4.EMPTY

6. EMPTY

5. EARTH. GRN/YEL

1

1. HALL EFFECT. BLACK

2. HALL EFFECT. WHITE

3. HALL EFFECT. RED 3

2
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7. MOT. BLUE

8. CAPACITOR.YELLOW

9. MOT. BROWN6 9

5 8
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LEAD POSITIONS IN AMP PLUG 1-480706-0

VIEWED ON BACK OF PLUG HOUSING 

M5 RING TERMINAL

20-251-
1192-26

x2

071208
x2
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190

081780
-07

MAGNET HOLDER ASSY

TAKE CARE TO 
ALIGN MAGNETS 

WITH SENSOR

GAP BETWEEN MAGNET & 

HALL EFFECT TO BE 4mm MAX

MOTOR SUB-ASSY WILL BE SUPPLIED WITH PLUG FITTED. 

CONNECT HALL EFFECT (MFD) LEADS AS SHOWN.

THE SEALED BROWN CAPACITOR LEAD END SHOULD BE 
STORED WITHIN THE CAPACITOR CAP.

082826
-01

072647
x6

6 X CABLE TIES EQ-SP 

ALONG MAINS/MFD LEADS

CAPACITOR 
LEADS

SLEEVE TO BE WITHIN 

10mm OF PLUG

4
2

4
5
°

LEAD LENGTH 1150/1100

M5 RING TERMINATED 

EARTH LEAD 305mm LONG

ALIGN THIS EDGE 
OF IMPELLER WITH 

INLET PLUNGE

NOTE:
IMPELLER GRUB SCREW MUST 

BE FITTED TO THE ROUND NOT 

THE FLAT ON THE SHAFT

The Partner of Choice

Description:

Part Number:

ACDDC241-181-A-1060i

178104-A-01

Overall Efficiency:

36%

Measurement Type:

A

Efficiency Type:

Static

FMEG:

45

VSD:

Not Required

Electrical Supply:

230V 50Hz

Input Power:

1060W

Input Current:

5A

Insulation Class:

F

IP Rating:

31

Date / WO / Serial 02/14 123456 0009

SPECIFICATIONS

Supply

Frequency Range

Mode of Operation

Power - Max Input

           - Nom Motor Output

Flash Test

Protection

230V

50Hz

Continuous

1060W
420W

1800V for 3 seconds

Thermal protector 160°C ± 10°C

Motor Protection

Motor Insulation Class

Operational Temperature

IP31

F

-20 to +40°C

Weight

Standards - EN 60335-1

EN 60335-2-80

Mounting - Motor

Bearings

Balance Grade

In airstream

Sealed for life ball

G6.3 or better

Material - Housing
              - Impeller
              - Motor

Galvanised steel

Galvanised steel
Cast/extruded aluminium

NOTES

1. ALL UNTOLERANCED DIMENSIONS ARE FOR REFERENCE PURPOSES ONLY.

2. THIS PRODUCT MUST BE EARTHED.

3. WARNING - ROTATING PARTS. HANDLING, INSTALLATION AND GUARDING 

PRECAUTIONS MUST BE TAKEN.

4. INSTALLATION AND OPERATION BY QUALIFIED PERSONNEL ONLY.

5. THIS PRODUCT IS INTENDED FOR USE WITHIN THIRD PARTY OEM 

EQUIPMENT. CORRECT GUARDING AND INTERLOCKING ARE THE 
RESPONSIBILITY OF THE THIRD PARTY OEM EQUIPMENT MANUFACTURER. 

THIS EQUIPMENT SHOULD NOT BE OPERATED WITHOUT APPROPRIATE 

GUARDS AND INTERLOCKS IN PLACE. INSTRUCTIONS AND MARKING FOR SAFE 
USE IN APPLICATION ARE THE RESPONSIBILITY OF THE THIRD PARTY OEM 

EQUIPMENT MANUFACTURER.

6. CARE SHOULD BE TAKEN DURING HANDLING - SHARP/POINTED EDGES MAY 

EXIST ON THE PRODUCT.

7. CORRECT CONNECTION TO THE SUPPLY MAINS IS THE RESPONSIBILITY OF 

THE THIRD PARTY OEM EQUIPMENT MANUFACTURER. SUITABLE SUPPLY 

PROTECTION AND ISOLATION MUST BE PROVIDED. EXTERNAL CABLING 
SHOULD NOT RUN OVER SHARP EDGES.

8. DAMAGE TO MAINS SUPPLY CABLES SHOULD BE REPAIRED BY QUALIFIED 
PERSONNEL ONLY.

9. CABLES SHOULD BE KEPT CLEAR OF HOT SURFACES.

10. LEADS WILL BE COILED AND SECURED TO MOTOR OR BRACKET WITH 

CABLE TIE 072647 FOR TRANSIT. 

SEE WORK INSTRUCTION FOR DETAILS.


